


1 - BADGE
2 - SPONSOR SLEEVE
3 - MAIN SPONSOR
4 - NUMBER
5 - BADGE
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COMMON DECORATION



INLINE

Heights:

- 100 mm

- 150 mm

- 250 mm

Heights:

- 100 mm

- 150 mm

- 250 mm

ROUND

Heights:

- 100 mm

- 150 mm

- 250 mm

CLASSIC

Height:

- 48 mm

CONDENSED

Height:

- 65 mm

ROUND

AVAILABLE COLORS

WHITE BLACK PMS 348 PMS 286 PMS 485 PMS 012 PMS 873 PMS 877

NUMBERS & LETTERS



BADGES: FLAT QUALITIES

COMMON SIZES (UP TO)

DIRECT COLORS HIGH DEFINITION

INTERACTIVE 

EMBROIDERY EFFECT

SERIALIZATION NUMBERING SERIALIZATION + RFID CHIP

80mm 160mm

110mm

210mm

70mm

SPONSORS FRONT

SPONSORS BACK

BADGES

80mm 250mm

40mm

50mm

315mm

00

80mm

260mm



USER GUIDE

APPLICATION SEQUENCE

LEGEND:

1 - Base should be clean before application.

2 - Put the base on the heat press and position the transfer on the desired place.

3 - Use the heat press with control of time, temperature and pressure.

4 - Follow recommended application conditions indicated for each quality. 

APPLICATION 
CONDITIONS

- Use a press with control of time, pressure and temperature.
- The transfer reaches its maximal resistence 36 hours after its application.
- Removal point: hot peel.

STORAGE

- Stock in a dry place, without dust and preferably with controlled temperature.
- Do not expose to direct solar light or other heat sources.
- Do not stack with weight.
- In normal conditions recommended durability to apply a transfer is one year
after its production.

TESTS - It is recommended to perform tests over the materials to be used.
- Heliotextil is available to perform tests.

1 2

43



Rua dos Combatentes do Ultramar, n. 167
3700-089 S. João da Madeira - PORTUGAL

Tel.:+351 256 201 199
info@mania4.com - www.mania4.com


